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Voltage 12.8V 25.6V 38.4V D 1.2V 64.0V 76.8V
30AH, 60AH, 90AH, 100AH,

Nominal Capacity 120AH 190AH, 150AHA75AH. 210AH 90AH, 150AH, 175AH 60AH, 90AH, 120AH  30AH, 60AH, 90AH  30AH, 60AH, 90AH
Case Rust-Resistant Metal Case
Cycle Life >3500 cycles @ 80% DoD at 25°C
Operational Temperature -20°C to 60°C (Ambient)
Charging Temperature 0°C to 40°C (Ambient)
Storage Temperature -10°C ~ 30°C (Ambient)
Terminals P+ & P- Mé
Battery Packs in Series Maximum Four Maximum Two None None None None
Battery Packs in Parallel Maximum Four Maximum Four Maximum Four Maximum Four Maximum Four Maximum Four
Operating Voltage Range 10.8V - 14.4V 21.6V - 28.8V 32.4V - 43.2V 43.2V - 57.6V 54.0V - 72.0V 64.8V - 86.4V
Self Discharge Rate < 2% per month
Environmental Protection IP65

Battery: CE, UN 38.3,EN [EC 61000
Certification Cell: IEC 62619, ANSI/UL 2580, CAN/ULC 2580

BMS: ISO 13849-1
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